HAKC(O

SMD REWORK STATION SMD Compatible

Features

» Adjustable Temperature control: 100—540°C
(212—1004 °F).

* Air volume selector switch with Ultra-light
setting.

* ESD design and grounding measures to
minimize damage from current leakage and
electrostatic discharge.
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* Soldering and desoldering of small surface-
mounted chip components.

* Shrinking tubing, heating tests and other

,. _ local heating operations.
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General Soldering Iron
HAKKO 851 Power mhmion" - | sow
85W Iﬁéathg Elementa b Q Ceramic Heater
| ' Standardﬂmzle - o | Inner dia.: 2.0mm (0.08") (A1066)
Station Het Aw Bkow Té!ﬁp’.’; | 100 - 540°C (212°—1004°F)
5W Length o .. .| 217mm (notincl. hose) (8.54")
Diaphragm type Options & Replacement Parts
6 liters/min. (Max.) Rarif\t&l;%ﬁs b, spéciﬁcmn -
2A Nozzle A1065 1.5mm (0.06")
167 (W) x 101 (H) x 182 (D) Nozzle Al066 2.0mm (0.08")
(6.57" x 3.98" x 7.16") Nozzle A1067 3.0mm (0.12")
Nozzle Al147 1.0mm (0.04")
Nozzles Heating Element 0W
Part No.A1065 Part No.A1066 Part No.A1067 Part No.A1147
| |
/ AOL=! — /
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Inner dia: 1.5mm (0.06") Inner dia: 2mm (0.08") Inner dia: 3mm (0.12") Inner dia: 1.0mm (0.04")
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