
7 Buzz and Rattle

8 Polarity

the cone diaphragm must move to formard.
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1. Application :
    For electrical acoustic product.

2. General :
    2.1 Out - Diameter : Ø 50 mm.

    2.2 Height :  17.5 mm.

    2.3 Weight :  50 ± 5 gr.

    2.4 Operating Temperature range :  -25 ~ +70°C without loss of function

    2.5 Store Temperature range :  -25 ~ +70°C without loss of function

3. Electrical and Acoustic Characteristics :
    Test condition  :  15 ~ 35°C, 25% ~ 85% RH, 860 ~ 1060 mbar

No. Items Specification

1 Impedance 8 Ω ± 15% (at 1Vrms, 1.0kHz)

2 Sound Pressure Level 88dB ± 3dB (1W / 1M AVG at 0.8,1.0,1.2,1.5KHz)

3 Resonant Frequency 400Hz ± 20%

4 Frequency Range F  ~ 5.0kHz

5 Input Power

0

Rated 0.5W / Max. 1.0W

6 Distortion <10% Max. at 2kHz/2Vrms

Should not be audible buzzes, rattles when the

2.0V sine wave signal swept at frequency range.

When supplied plus D.C. voltage to (+) terminal,
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5. Dimensions :
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