
  RG6/U+2DC Coaxial Cable 

CONSTRUCTION DRAWING       ELECTRICAL CHARACTERISTICS 

CABLE DESCRIPTION  

RG6/U 
Conductor 1.02mm +/- 0.01 Solid Copper Clad Steel (21%) 
Dielectric 4.65mm +/- 0.05 Foam Polyethylene 
Shield 17mm AL/P-Foil Bonded 
Braid 7*16/0.16mm +/- 0.002 AL Braid 90% 

Power Cable 
Conductor 2C*15/0.20mm +/- 0.02 CCA 
Insulation 1.60mm +/- 0.1 PVC 
Jacket 7.0*5.0*13mm +/- 0.05 PVC 

Marking  02106 SRT RG6U+2DC 20AWG CATV COAXIAL CABLE U.S.A. STANDARD 

Nominal Impedance       75 ±2ohm 
Capacitance         50 pF/m 
Nominal Velocity of Propagation     85% 
Speaker Test             4000 VAC 

Attenuation (at 20oC)   dB/100M (maximum) 
 50 MHz  4.90 
230 MHz 10.00 
500 MHz 14.70 
750 MHz 18.10 
860 MHz 19.30 

1000 MHz 20.00 
1250 MHz 22.50 

 1500 MHz  24.50 
    1750 MHz     28.00 
    2250 MHz     33.50 

 


